
0622

LS200 / LS250
MONTAGEHANDLEIDING - ASSEMBLY MANUAL - MONTAGEANLEITUNG - MANUEL DE MONTAGE
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D

D

70

200 - LPS200
250 - LPS250

EN 12604
EN 12453
EN 13241

LS200
LS250

A B C D E
DLW DLH FHR FSR FMD

NL Dagmaat breedte Dagmaat hoogte Vrije bovenruimte Vrije zijruimte Inbouwdiepte

EN Day Light Width Day Light Height Free Head Room Free Side Room Free Mounting Depth

DE Tageslichtebreite Tageslichtehöhe Sturzfreiraum Freie Seitenraum Freie Einbautiefe

FR Largeur de baie Hauteur de baie Linteau disponible Ecoinçons Requis Recul

RO Lăţime Gol Înălţime Gol Buiandrug Liber Spaţiul Liber Lateral Spaţiul Liber în Adâncime

HU Szélesség Magasság Szabad szemöldök magasság Szabad hely oldalt Szabad beépitési mélység

SE Dager bredd Dager höjd Minsta erforderligt höjdutrymme Fritt sidoutrymme Fritt monterings utrymme
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0° = 4210

2,5° = 4211

5° = 4212

7,5° = 4213

10° = 4214

12,5° = 4215

15° = 4216

17,5° = 4217

20° = 4218

22,5° = 4219

25° = 4220

27,5° = 4221

30° = 4222

32,5° = 4223

35° = 4224

37,5° = 4225

DLV / FTR
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8286

8286 8286

8284

8284 8284
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21

43

✓✓
✓✓

L + RL + R

L + R L + R

3.1

3.2

Option 40mm ISO
            

96079607
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1: L = ≥25mm
2: 3x 9614
3: 9606

3284, 3286, 3292, 
3294, 3296

2

1: 2x L = ≥25mm
2: 1x 9613

1
2

1: 2x L = ≥25mm
2: 1x 9613

1 2

3280, 3282, 3290

1

1: L = ≥25mm
2: 3x 9614
3: 9606

2

1

3

3

X

X + 5

92

84 84

92

Option 80mm ISO
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2

4

65

3 L+R

✓✓

9654 8003

8010

DLH + 5mm

4022

1
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*

0 m

1 m*
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Ø10

Ø6

Ø8

0351

8011

8010
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S80/ A80

S40/ A40

8286

8284

8286

8284

3598

8286

8284
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3688

8286

3629

8364

8286

3538 /
3539

3528 /
3529

8286

3688

3688

3688

3688

8286

8286

8286

LS200

LS250
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A

B

C

D

A = B
C = D
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LS200 /
250

HAND
CONTROL
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39
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RHWLHW

R LHW RHW L

250 250

31
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31
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DLW + 400

190 190

36
75

36
75

LS200 /
250

MOTOR
CONTROL

RIGHT

6

39

12

6

39

12

RHWLHW

R LHW RHW L

190
250

190
250

150

DLW + 550

DLW + 400

150 150

31
61
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)
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 (R
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)
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75
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8286

8364

8286

8364

LS200
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LS250

3573

8084

8286

8364
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DMB > 3999 mm

8364

8286

3537

8286

8364
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ma
x. 

1.5
00

 m
m

30°
min. 60°

max.  

130 kg HOR. = min. 2 x (1xL-1xR) 
+
HOR. rail  2.000 mm - 3.500 mm = min. 2 x (1xL-1xR) 
   3.501 mm - 6.500 mm = min. 4 x (2xL-2xR) 

6.501 mm - 9.500 mm = min. 6 x (3xL-3xR)
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
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
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3170

3812

20mm
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3812
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3812
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3804

8285

A

DETAIL A

B

DETAIL B

8284

3804



24

Ø 3 mm

1 2

3 4

3812

30°

2

1
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3804

8285

8285

3804
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1

2

4

5

OPTION 

2

3

2

3

4 4

5

3
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13 13
13

14

15

14 15

30



31

16

16

PTFE /
SAE20

18

17 17

17

1818
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1
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Option
Optie

1

3

2

4

2x 83642x 8080

1x 3383

1x 3537

4x 8190

1x 3867

4x 3675

4x 8295
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Option
Optie

1

3

2

4

2x 8364

2x 8080

1x 3383

1x 3537

4x 8190

1x 3867

4x 3675

4x 8295
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1 2

3
4

Turns x 360°

STAAL / STAHL / STEEL / ACIER 52
VEER / FEDER / SPRING / RESSORT < 67 mm

VEER / FEDER / SPRING / RESSORT < 152 mm

DANGER !
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NL: Correcte wijze vastzetten van spankop
EN: Correct fastening of winding plug
DE: Richtige montage Feder spannkopf
FR: Fixation correcte du mandrin de tension

✓
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DLH / 2

Ø9

Option
Optie

4779

8284

8286
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Stap 4 na het opspannen van de veren en 
het inregelen van de besturing
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A

DETAIL A

LS200
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B

DETAIL B

LS250
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







S40 S80

Option 3639

Option 3850

5680

36393639

3380

7864 7864

4 x 38424 x 8368

1

2

1
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L

R

3170
3171

3194

3503

Option
Optie
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1 3

Parts

Assembly manual SCD 0415

7mm

NC-Switch

2
Max:15mm
Min: 5mm

Check

Option SCD


